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QUALITY MANAGEMENT SYSTEM

CERTIFICATE

Certificate No. 00123Q31306R3M/4400
We hereby certify that
Guangdong Rifeng Electric Cable Co.,Ltd

Unified Social Credit Code: 914420006981927364

Working Address/Production Address 1: Guangfeng Industrial Zone, West District, Zhongshan City, Guangdong Province, P.R.China
Production Address 2:(1st 2ed 3rd Floor)42 Longping Road, West District, Zhongshan City, Guangdong Province P.R. China

by reason of its

Quality Management System

has been awarded this certificate for compliance with the standard

GB/T 19001-2016 / ISO 9001:2015
The Quality Management System Applies in the following area:

Production Address 1: The production of products within the scope of qualification: PVC Insulated and PVC Sheathed Cables, Rubber Insulated Arc Welding Cables, PVC Insulated
Flexible Cables and Wires, PVC Insulated Non-Sheathed Wires and Cables, PVC Insulated Screened Wires, Tough Rubber Sheathed Flexible Cables and Wires for General Purposes, Plastic
Insulated Control Cable, Extruded Insulated Low Voltage Power Cable, Non-Jacket Singfe Core with Extruded Polyvinyl Chloride(PVC) Insulation, Polyvinyl Chloride Insulated Cables

with Sheathed, Non-Jacket Single Core with Extruded Cross-Linked Halogen-Free Low Smoke Flame Retardant Polyolefin (WDZXL) Insulation, Non-Jacket Single Core with Extruded
) Cross-Linked Polyolefin (XLPO) Insulation, Non-Jacket Single Core with Extruded Silicone Rubber (SR) Insulation
Production Address 2:The production of products within the scope of qualification: PVC Insulated Flexible Cables and Wires,PVC Insulated Non-Sheathed Wires and Cables,PVC Insulated
Non-Sheathed Flame-Retardant Wires and Cables of Rated Voltages Up To and Including 450/750V,Heat Resistant Rubber Insulated Cables, Rubber Insulated Arc Welding Cables, Tough
Rubber Sheathed Flexible Cables and Wires for General Purposes,Cross-Linked Polyolefin Insulated Wires and Cables. for Maximum Conductor Temperature of 125°C  in Normal Operation

Certified since: March 7,2011  Valid from: March 6,2023  Valid until: April 15,2026

After a surveillance cycle, the certificate is valid only when used together with an Acceptance Notice of Surveillance Audit issued by CQC.
‘ Please access www.cqc.com.cn for checking validity of the certificate.
This certificate and its relevant information can query in the website of Certification and Accreditation Administration of
the People's Republic of China ( www.cnca.gov.cn).

MEMBER OF
LFE%_“T = (121 rX)
HFEA ~Hy Iih'?) CAXTHLN
FHGER 1 () o o S
MANAGEMENTSYSTEM ... "1~ . .
CNAS C001-M signed by: Xie ZhaoXu : | Q N E T

CHINA QUALITY CERTIFICATION CENTRE

Section 9, No188, Nansihuan(the South Fourth Ring Road) Xilu(West Road), Beijing 100070, China
http://www.cqc.com.cn

A 0022478 20224k



	日丰股份：ISO9001质量管理体系证书（中文正本）.pdf
	日丰股份：ISO9001质量管理体系证书（英文正本）

